OPERATING INSTRUCTIONS

CONFIDENTIAL: DO NOT LEAVE INSTRUCTIONS IN GAME
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SPOT-LITE

INSTALLATION & OPERATING INSTRUCTIONS.

Fasten 4 legs to cabinet with bolts and washers furnished. Place
back-box in position. Remove C-clamp holding back door, remove door
and fasten the back-box to cabinet with bolts and washers furnished.
Remove top of back-box by opening lock on right side, lift out glass and
lower insert by raising slide brackets on either side. Replace back
door and lock with turn-bolts mounted on back door. Raise insert and
lock in place. Replace glass and top of back-box and lock.

Plug power line into 110-115 volt 60 cycle alternating current only.
Turn on power by turning toggle switch on in bottom of cabinet. (front
right)

ACCESS TO MECHANISM

The above paragraph explains access to back box. Mechanism in
cabinet can be reached by removing doors on either side of cabinet for
mMinor repairs.

NOTE

LOCKS ON SIDE DOORS AND TOP OF BACK
BOX ARE COMMON AND ANY ONE OF 2 KEYS
2 FURNISHED WILL OPEN ALL DOORS,

TO SERVICE LIGHT BULBS

Unlock top moulding on side of back box and slide
out back-glass.

LEG ADJUSTMENT

Best ball action is obtained by raising cabinet
1/4 inch in back, as illustrated below.
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GAME PROPORTIONING

OVERALL PROPORTIONING of game to maintain a maximum
amount of play is the function of the REFLEX UNIT which is located
on the mechanism board door. Two additional ratchets are supplied
if the type of play in some locations require a change. See diagram
below for location of set screws (A and B} for fastening ratchets.
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