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INSTALL ATION INSTRUCTIONS 

Fasten" legs to cabinet with bolts and washers furnished. Place back-box 
in position. Unlock and open back-door and fasten the back-box to cabinet with 
bolts and washers furnished. 

Plug power line into 110-115 volt '0 cycle Alternating Current only. Turn on 
power by turninl toggle- switch on. TOlgJe- switch is located on bottom right front 
of cabinet. 

ACCESS TO MECHANISM AND L IGHT BULBS 

Back- glass may be remo ved from either side by unlocking side desired and 
removing upright moulding. (Remove moulding by pulling bottom portion. ) 

After removing back-glass, access to mechanis m may be obtained by raising 
4 slide brackets on insert, located on left and right edges of insert. Insert may 
then be tilted forward for easy accessibility. 

BE SURE TO LEVEL GAME 

See instruction!. for leveling below. Place 8 balls in game. 

Lock (unlocks from either side) 

Mouldinq (remove to slide out Back Gla,s) 

o o 
o o 

o o 

Toqq Ie switch 
First - level here 
Second - level from side to side 



B RAZIL 

GAME OPERATION 

5-BALL PLAY: 

Additional coins or replays can be played: 

1 .  To advance scores (po sitive advance to 2nd score position on second play). 

2. To lite "Select a Lit Row Before Shooting 4th Ball" panel and thu s qualify: 
(a) to select a "Spot" number by turning knob on cabinet front. 

3. To lite "Select a Lit Row Before Shooting 5th B all" panel and qualify: 
(a:) to select a spot number by turning knob on cabinet front. 
(b) to shoot 4 ball s before making selection. 

4. To lite additional rows. 

5 .  To lite additional bottom or center selectable lines. 

6. To lite "4 Corner s Score 5 -in -line" panel and thu s qualify, to score 5 -in -line 
for lighting Corner Numbers on card .  

7. T o  lite penant and thu s qualify to lite 1 st extra ball by hitting pennant roll­
over on playfield. 

8.  To lite "Lite -A -Name" panel and qualify to lite next letter in name, by shooting 
ball into /124 hole on playfieid . 

9. To obtain 1 to 3 additional ball s. 
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IN-LINE SCORES: 

Main Card on backglas s contains twenty-five nwnbers, I to 25 inclusive, arranged in a 
square S number s wide by 5 numbers high, not in numerical order. 

Two Super Cards on back gla s s  contain nine numbers each, duplicating 
numbers on main card, arranged in a square 3 numbers wide by 3 nwnbers 
high, not in numerical order. 

The Playfield contains twenty-five Skill Holes. numbered I to 25 inclusive. arranged in 
numerical order from top to bottom of playfield and a Ball Return Hole through which 
balls return for free shots. 

The object of the game is to shoot balls into numbered skill holes. lighting corresponding 
numbers on backglas s .  

(A) .To light 3. 4, or 5 adj9ining numbers connected by line 
horizontally. vertically or diagonally - - on main card. 

In-line Scores are listed under Advancing Scores on Page 4.  

CORNERS SCORES: 

Further object of the game i s: 

(a) To lite 4 Corner numbers of Card when Corners panel is lit. 
( see Corners panel on Page 3) 

SELECTION FEATURE: 

Arrows to left. right and top of Card will flash with each play and at my'ste ry intervals lite 
and remain lit during the entire game. When "Select number in lit line I i s  lighted and panel 
"Select Row before Shooting 4th Ball" . 

(A) Top line arrows and 1 st and 2nd row arrows will light. 
(Guaranteed when panel s light) 

(B) Center and bottom line arrows can be lighted on additional 
play or lite at same time as  (A) above .  

(C) Row arrow s. (on top of card) can be lighted on additional 
play or lite at same time as  (A) above . 

Row can .then be selected by turning knob on the front of cabinet. 

"Select a Lit Row Before Shooting 5th Ball". when lit. player can shoot 
4 ball s before making selection. 

NOTE: "Select Now" will fla sh. warning player to select before shooting next 
ball . 



CORNERS PANEL: 

Panel w ith wor d s  "4 Corner s Scor e 5-in-line" flashe s w ith each play and at my s tery 
interva ls, w ill light and remain lit du ring entire game, qualifying player for Corne r s  
Score. 

Lite-A-Name Panel: 

Panel with words  " Lite-A-Name" , wil l  fla sh with each play , and at my ste ry 
inte rval s l ight s and remain s lit during enti re game, qualifying playe r to ad­
vance to next lette r of name by shooting ball in 1124 hole on play field. Name 
will Not re set until it  has  been completed, and on the next play , playe r re­
ceive s top sco re s and Selection 1 st and 2nd Row . 

In-line Scores are listed under Advancing Scores on Page-4 

PENNANT FEATURE: 

The PENNANT on backgla ss  wi ll flash w ith each play and at mys tery intervals, w ill 
light and remain lit during the entire game. Pennant Roll-over hit on playfield, (when 
lit) w ill lite I s t  extra  ball panel. 

GUARANTEED FEATURES: 

Regardless of number of plays, each feature, after lighting remains lit until the end of 
game. 
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E XTRA BALL FEATURE: 

After shooting at least  4 ball s, player may press "Extra Balls Button" and play for 
extra balls , the "1st Extra Ball" , "2nd Extra Ball" , and "3rd Extra Ball" panels will 
fla sh . 

At my stery intervals, after 1st  play and fir st pointer i s  lit. (guaranteed on 1st play ) 
pointer s light will advance on suc c eeding plays at mystery intervals, until fifth 
pointer is lit and " 1st  Extra Ball" pane l is  lighted. Then first extra ball will be 
relea sed to player. After shooting " 1st  Extra Ball" player may continue to play for 
2nd and 3rd extra balls . 

GUARANTEED ADVANCE: 

Pointer lights  either advance or remain a s  far advanced a s  on pre vious play- they 
never drop back to a le s ser position. 

ADVANCING SCO RES: 

S cor e s  appear in Scene on backglas s. advancing at mystery intervals . First and 
s e cond scores are guarante ed for the fir st two play s- Additional play will advance 
s core s or remain a s  high as  on pre vious play. They never drop back regardless of 
number of play s .  

S core s appearing 
5-In -Line 
4-In -Line 
3-In -Line 

on backglas s  are as follows: 
50 75 100 100 
16 20 24 32  
4 4 8 12 

150 
48 
18 

150 
72 
36 

200 
96 
48 

300 
200 

64 



MAINTENANCE AND ADJUSTMENT 

I. GENERAL 

NEVER EXPERIMENT with any of the mechanism. Locate any trouble with 
the aid of Wiring Diagrams or Operating & Servicing Information supplied 
with the machine, then check for proper adjus tment of the units involved be­
fore making any change s .  Improper adjustment or make shift repair will 
only cause serious damage to other parts of the machine or repeated failure 
of the part. 

II . FUSES 

NOTE: Always look for a pos sible loo se wire, bad 
connection at a plug and socket, broken or 
unhooked springs on step-ups, relays, etc., 
before adjus tments are made or wires 
connected. 

IMPOR TANT: Never replace fuses with any rating other than specified on 
fuse block . Fuse Block i s  mounted on transformer board a s sembl y in 
bottom of cabinet and c an be reached from the side door. 

III . LUBRICATION 

Over- lubric ation c auses far more trouble in coin- operated equipment than 
under- lubrication . Practically all cases  of poor contact on switches  and 
wiper dis c s  are due to oil or grease, or oil vapor which forms a film or 
residue on the contacts and will not allow current to pas s through. Exces s  
lubricant may also seep into the clutches, c au sing them to slip. 

IMPORTANT: NEVER USE VAS ELINE FOR LUB RICATION OF ANY PART 
OF THE MACHINE .  Vaseline is not a true lubricant. It leaves a dirty and 
gummy residue and it becomes very thick when cold. A special Coin 
Machine Lubricant is  supplied with each machine. 

STEP-UP Levers,  Ratchets, Carns, Shafts and other sliding or os cil lating 
parts should be very lightly greased with special Coin Machine Lubricant 
( supplied with machine) not oftener than every six months . The bakelite 
dis cs (bis cuits) on the Motor Units and Step-up Units wil l  require lubric a­
tion with the special Coin Machine Lubricant only after the grease is - com­
pletely evaporated (3  to 12 months ,  depending on c limate) or when the film 
of grease becomes dirty . In either event , clean the parts thoroughly wi th 
Benzol, Naptha, White Gasoline or Carbon Tetrachloride, then apply an ex­
tremely thin coat of the special grease with a fine camel's hair brush. 

Solenoid Plungers should not have a lubric ant of any kind. Should there be a 
sluggish tendency or if plungers are sticking. the parts should be cleaned 
with a solvent and flaked graphite applied on reassembly . 

IV. CONTINUITY CHECKS 

Continuity of coil s ,  contacts, wire connections , etc. may be checked with an 
Ohmmeter or several type s of Test Lite s. If regular test equipment i s  not 
available , an efficient Test Lite may be made from a few miscellaneous 
parts a s  shown on page 10. The following paragraphs des cribe thi s equip­
ment and give information that will prove helpful to the service man. 
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(a) Batte ry Test Lite should be used  only with all cur rent in the ma-
chine turned OFF. When the le ads from the Lite are pl ac ed acr oss the 
wires l eading to the Coils, Switches, etc., the bul b will light if there  is 
c ontact thr ough the unit being checke d. If the bulb does not light , the re  
is a break in the cir cuit. However, only open cir cuits on coils may be 
located by this method since  shorted coils will also show contact through 
t:te coil. If a short is suspected use  the Test Prod to check the coil. 

(b) The Test Prod must be used with cur r ent turned ON: The clip on the 
end of the lead wire may be attached  to any common ground in the ma­
chine. This would be Black wire  for 17 to 5 0  Volt tests, or White or 
White- Black wir e for 6 Volt tests. The Prod end of the teste r 'may then 
be touched to various connections or contact points in the cir cuit being 
checked. Using the teste r in this manne r l eaves the se rvic e man with 
one hand free  to manually ope r ate relays or othe r units. 

If a particular Coil on a Relay, Solenoid, etc., is not ene rgized, plac e the 
clip end of the Test Prod on the Black lead to the Coil. Touch the Test Prod 
to the opposite lead of the Coil. If the bulb lights but the Relay Coil, or 
othe r unit being checked, is not ene rgized, then the coil is faulty and must 
be r e placed. 

Wiper Contacts may be che cked by placing the Test Prod Clip on the common 
ground wire fo r the circuit (Black for 17 or 5 0  Volts, White- Black for 6 Volt 
cir cuits) and checking the solder lugs of the Contact Dis c s  as follows: 

(a) Use the Test Prod to locate  the "hot" wire s  l eadIng into the Dis c. 

(b ) Che ck the Wiring Diag r am for the wire color s of the contacts 
opposite  the hot le ads. 

(c ) Plac e the Test Prod on the contacts, thus located, and turn the 
wipers or Wiper Disc of the unit by hand. The Te st Lite should 
light before one r evolution of the wiper is  completed. 

Broken Wir es may be located by placing the l eads of the Battery Test Lite 
on e ach end of the wire in que stion. If the bulb fails to light, a break in the 
circuit is indicated. 

v . RELAY ADJUSTMENTS 
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All Relays are adjusted by the factory and should require little or no servic­
ing in the field. Should a Relay fail to actuate the Unit or Lights to which 
its switches are connected, the difficulty might possibly be due to dirty 
Switch Contacts, loose wires or a broken wire between the Relay and other 
Units. 

NOTE: DO NOT make any adjustments to the Relay itself 
until all other possibilities in the troublesome 
circuit have been checked. 

The Gap between the Coil and the Armature of the Relay should be approxi­
matel  y 3/64 of an inch. Thi s allows for about 3/31. of an inch movement at 
the end of the Armature into which the switch blades are inserted. The Gap 
m ay be adjusted (if neces sary) by bending the Armature Stop Arm. 

CAUTION: The Armature Stop Arm on all Relays is carefully 
adjusted at the factory. Do not change this adjust­
ment unless absolutely �ecessary. 



The Armature Spring should have enough tension to bring the Armature up 
against the Arm ature Stop Arm when the Relay is not energized. SEE 
THAT PR ESSURE. FROM POORLY ADJUSTED SWITCHES. IS NOT AF­
FECTING THE ARMATURE B EFORE ATTEMPTING ADJUSTMENTS ON 
THE SPRING.  

If a Relay " chatters" or "hums" but does not pul l  in , che c k  to  see that 
switches, located on it, are not out of adjustment and causing too muc h  
tension on the Armature or that a burr on top of the Relay Coil is not in­
terferring with action of the Armature .  B urrs on the core of the Coil may 
be removed with a small contact fil e .  

The Continuity of a Relay Coil may be checked with an Ohmmeter , or if one 
is not available, see  Paragraph IV for use of Test Prod. 

VI. SWITCH ADJUSTMENT - GENERAL 

The majority of switches used in United mac hines are composed of a series 
of blades and spacer s built up with normally open and/or normally c losed 
contacts as required to perform the specific function for which the switch 
is intendt:d. These switches may be actuated by Relays, Sol enoids, or by 
me chanical movement of other parts of the mac hine . However, the adjust­
ment of the switch contacts and bl ades remain fairly constant, as shown 
in the following paragraphs. 

With the exception of a few cases, in which special adjustment instructions 
are given, all blade type switche s should have at least 1/32" gap beyond the 
point at which the contacts close . This follow-thru action provides a wiping 
motion between the c ontacts, keeping them cle an and insuring good contact 
between the points . 

When adjusting blade type switches, first adjust the blade actuated by other 
parts of the machine with relation to the part it contacts and then set the 
gap and follow through. Spe cific instructions pertaining to each switc h  are 
given, where nece  ssary , in other paragraphs and may be found by referring 
to the index. 

CAUTION: NEVER BEND B LADES SHARPLY, at the spacers 
or otherwise . Sharp bends tend to straighten o ut 
slightly with use, and will weaken the Blade. 
B lades should be formed by a stroking action 
over the entire l ength of the blade, using a blade 
tool or duck-bill plier s. 

VII. SWITCH ADJUSTMENTS - PLA YBOARD POCKET 

All Pocket Switches are mounted on the Masonite Shuffle- board and c an be 
e asily serviced by removing the screws along the edge of the Playboard and 
raising the front end as far as desired . 

The blades of the Pocket Switches should be c entered in the round opening 
of the Shuffle-board. If they rub the side of the opening they will not function 
correctly and may stick in open or closed position. 

The Actuator Blade should lay against the Shuffle Board with very little 
tension when the Bal l is not in the pocket . 
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VIr. SWITCH ADJUSTMENTS - PLAYBOARD POCKET (continued) 

There should be 1/32" to 1 /16" gap between contact points when the 
swi tch is open. 

C heck to see that combined tension of the blades keeps the ball  3/1 6 " 
above the masonite when it drops into the pocket . If the switches are not 
adjusted properly, a second ball may hang up in saucer around ball pocket. 

VIII. SWITCH ADJUSTMENTS - CAM 

All C am Switche s should be adjusted for at least 1/1 6" gap, when open, 
and at least 1 /32" follow-through after their contact points close. 

Score C am Switches should not have any more than 1/32" follow-through 
after their contact points close . 

IX. SWITCH ADJUSTMENT - RELAY 

GENERAL - Unle ss special instructions are given, all blade-type 
switche s mounted on relays should be adjusted according to the instruc­
tions for General Switch Adjustments as given in Par agr aph VI and 
below. 

TRIP OR LATCH RELAYS - This type of Relay is l ocked in one position 
mechanical ly and usually assembled in banks. When this type Relay is 
energized, the flap that operates the switches falls down until it rests 
against the shoulders on the top edge of the armature . The actuator arm 
should snap back against the armature, but the switch blades should not 
have enough tension to cause the arm to bounce . Bouncing can be re­
duced' or stopped by relieving the tension of the switch blades on the pin 
of the Actuator arm .  These switches should be set for 1/16" gap and 
1/32" follow-through . 

X. SWITCH ADJUSTMENTS - TILT 

SLAM TILT switches are the blade type switch with one blade weighted . 
Rough handling of the machine will  cause the weighted blade to vibr ate, 
closing the switch contacts and Tilting the mechanism . The gap beiween 
points on these switches may be set as close as desired (depending on 
how rough the Players treat the machine) . Average gap for this type of 
switch is approximately 1/16" .  However, closer settings will soon dis­
courage rough players. 

THE PENDULUM TILT, located in the front left corner of the cabinet 
(alongside the cas - box) can be set by loosening the thumb screw and 
sliding up o r  down or moving the ring forward or  back . 

XI . SWITCH ADJUSTMENTS - BALL SHOOTER 

The B al l  Shooter Switch is located directly ahead of the Ball Shooter 
Plunger on the P1ayboard and is operated by the weight of the Ball resting 
on the smal l wire form that protrudes through the Playboard . Be sure the 
wire form is not rubbing the sides of the opening and that its movement 
is great enough to operate the switch . Also, check to see that the wire· 
form is not bent back far enough to be struck by the plunger during play .  
The contacts on  this switch should have at least 1/32" gap and 1/32" 
follow- through. 



XII. STEP-UP UNIT ADJUSTMENTS 

The DRIVE ARM, that moves the ratchet on the Step-up Units, should not 
ride mo re than half way up the slope of the second tooth on its return 
stroke. This arm should never need adjustment, however it can be changed 
by bending the arm slightly. 

CAUTION: Excess bending of the Drive Arm will cause it 
to break. Check all other points thoroughly  
before attempting adjustments at this point. 

The Drive Adjustment Screw, at the solenoid end of the Drive arm, should 
be adjusted so that, after the unit has advanced two or three positions, 
there is very little play in the ratchet when manually  turned in reset direc­
tion. 

XIIl. STEP-UP UNIT WIPER BLADE ADJUSTMENT 

Where blade type Wiper A rm s  are used (Mixer s, selector, timer, replay 
control ) the Wiper Blade should have sufficient tension to follow the 
Stationary Plate for at lea st 1/16" when it i s  pres sed away from the con­
tact Wiper Arm. 
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In:5uLated w ire leads soldered to lug of 50cket 
and bottom of battery 

Fla:shliqht Bulb 

Luq type Socket 

One lug soldered to core of battery 

wire soldered to botto m of battery 

BATTERY TEST LIGHT 

Use approximately .Yo inch d i ameter 
rod or wire,covered with in!!ulation 

tubit1g, 01"" wrapped with tape 

1000nm 

TEST 

GE No.55 Bulb or 
equivalent in a 

Bayonet Socket 

Solder resistor between pro d 

and socket. Attach Lead wire 
to center contact of ,ocket. 

For 6 Volt test5, 501der a wire to 
socket side of resistor. Fasten an 
alliqator clip to other end and 

clip to prod, thus shorting out 
res/Hor. 

PROD 



WHAT TO DO IF: 

1. Light s are out. game i s  inoperative: 
a .  Check A. C .  cord and plug for breaks. cuts or other damage. 
b .  Check fuses. located on tran sformer panel inside ball-lift door .  
c .  Check master  switch. in cabinet bottom under right front of.cabinet. 
d. Check plug s and jacks for proper installation. 

2 .  Lights are on. game i s  inoperative: 
a .  Check the 10  Amp fuse. heavy Black wire.  
b. Check plug s  and jacks. 

3 .  Lights are out. game operate s: 
a .  Check the 15 Amp fuse. heavy White wire.  
b.  Check 15 Amp fuse. heavy Red-Yellow-White wire. 
c. Check plugs and jacks .  
d .  Check lite bulb s .  

4. Number lite s are out. display lites are on. 
a .  C heck 10 Amp fu se. Gray-Black wire. 
b. C heck switch 3-R on Tilt Relay G ray-Black to G ray . 
c .  Check plugs and jacks .  
d .  C heck bulbs. 

5. Di splay lite s lite, F la sh and Feature lites do not; 
a. Check switch l-R on Tilt Relay. Red-Yellow-White to W hite-Black. 
b .  Check bulb s .  
c .  Check 15 Amp fuse, Red-Yellow-White wire. 

6 .  N o  Replays a re shown. coin chute rejects coin. 
a .  Check coin lock-out coil. if it is  not energized. check Replay Step-up Zero  

switch, Brown-White to W hite-Blue. a l so  contr ol Unit # 3  C am switch, 
Brown-White to Brown-Black. and scan Index switch. B r own-B lack to Yellow . 

b .  If C oin lock-out coil i s  energized check coin chute for cleanlines s  and genera l  
maintenance . 

7 .  C oin is  accepted, game i s  inoperative: 
a. C heck coin switch. 
b. Check for action of C oin Relay. if C oin Relay fails  to operate, check Replay 

Reset Relay switch # 2, Orange-W hite to B lack . 
c .  C heck C oin Relay Switch # 2. G reen-Yel low to  Yellow-Red. 
d. C heck Sequence Index C oil. Yellow-Red tel B llck. 

8 .  Sequence C arn s  operate but Shuffle Motor in inoperative: 
a .  C heck connections on Shuffle Motor. 
b .  Check switch # I on 2nd position o f  Shuffle Motor .  
c. Check switch # 1 on Zero  position of Shuffle Motor .  
d .  C oin Relay switch # 3 .  

9 .  Latch Relay Bank fails  to  set up; 
a. Check connections on Relay Bank Reset coil. Green and O range plas tic-coated 

wires .  
b. Check switch # 3  on 1st  position Shuffle Motor . 

1 0. Lock Relay doe s not energize; 
a .  Check control Unit #5 C am Switch, Black-White to Yellow . 
b .  C heck Lock Relay switch # 1. 

11 .  Tilt Relay does not set up; 
a. Check switch # 2  on Lock Relay. 
b. Check Timer S. U. limit switch, Red to B lue . 
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1 1 . (continued) 

c. Check switch # 3  Replay Reset Relay . 
d .  C heck pendulum tilt. 
e. Check shakeproof tilt s ,  one on transformer block , one on back door near 

lock, one on side of lite-box, and one on front door. 
£. Check Tilt Relay for mechanical locking action. 

1 2 .  Card Replay Cont rol Unit, Sco re S.U ., Ext ra Ball S .U. , etc. fail to  reset; 
a. Check switch #1 on 1 st Position of Shuffle Motor , Yellow to Orange-Green. 
b. Check individual reset coil s. 

1 3 .  Replay Step-up unit fai ls  to subtract a replay; 
a .  Check Replay Step-up Zero switch - Yellow to Black-Red. 
b .  Check control unit # 2  Cam Switch , B lack-Red to Black-Yellow. 
c. Check switch # I on Replay Reset Relay . 
d. Check re set coil on Replay Step-up unit. 
e. Check mechanical adjustment and operation of Reset as sembly. 

14 . Extra advantage lites do not flash , spot disc wipers move: 
a .  Check wiper a s sembly for proper blade tension. 
b .  Check contact wiper s on s lip rings for proper location. 
c.  Check C ontrol  Unit cam switch 1#4 , Gray-Red to Yellow. 
d .  Check Extra Ball  Relay switch #Z-R, Gray-Red to Gray-Yellow. 

15. Extra advantage lite s fla sh ,  score lite s do not: 
a. C heck Control Unit cam switch H4 , Green-White to Yellow. 
b .  Check switch H 1-L on 5th Ball Relay A, Green-White to Red-Yellow. 
c. Check # 1 S lip Ring Wiper for proper location and contact , Red-Yellow wire. 

16 . Extra advantage lites flash ,  Extra Bal l  lites do not; 
a. Check switch H 1-L on 5th Ball Relay - A, Green-White to Black-Red. 
b .  Check control unit cam switch #4 Green-White to Yellow. 

17. Timer Step-up fails  to re set 'at start of game; 
a .  Check switch H2  on 1 st position Shuffle Motor. 
b .  Check Timer Re set coil . 

18 . Timer Step-up fails  to reset on E xtra Ball play: 
a. C heck Extra Ball Push Button relay switch # 3 , Orange-Red . 

19. Ball Lift fail s to operate; 
a .  Check motor connections .  
b .  Check Switch # 1 Zero position Ball Lift Motor. 
c. Check 1 st. 5th , 6th and 7th Bal l  Trough switches .  "d .  Check Timer Step-up Zero switch (Yellow- Black to Yellow-Red) . 

ZO. Score unit fai l s  to step up on second play; 
a .  Check Score unit for free operation. 
b. Check Wiper C ontacts on di sc. 
c.  Check Control  Unit cam switch #7, Orange-B lack to Red-Green. 
d. Check switch H 3-R Extra Ball Relay, Red-Green to G reen-Yellow. 



21. Selection Feature never lit; 
a .  Check Selection Feature light bulbs. 6-V. 
b.  Check Switch II I -L Selection Feature Relay "B." (Orange-Black to Yellow). 
c. Check Switch 114-R on 5th Ball Relay (Black-Yellow to Red). 

2 2 .  Selection Knob inoperative: 
a. Check Switch 2-L Selection Feature Relay "B". 
b. Check operation of Selector Release Coil. 
c. Check Switch I-L Selection Feature Relay "B". 
d. Check Switch 113 -R 5th ball relay B. Jumper Gray-Red. 

23.  Card winner fails to score; 
a .  Check Scan disc for loose wire. 
b.  Check Scan wiper blades for proper tension. 
c. Check Row relays for proper adjustment. 
d. Check for loose wire or bad contact on Score S.U. Disc. 
e. Check for loose wire or bad contact on Card Replay Control S. U. 
f. Check switch 1/ 1 - R. 5 th Ball Relay - A. Red -Black to Yellow. 

24. Card Corners fail to score when Corners panel is lit; 
a .  Check Switch 112 on Corners Relay. 
b. See number 23 above. 

25. Replays score incorrectly; 
a. Check impulse switches on Replay Cams; see wiring diagrams for correct 

switches on any given score position. 
b. Check for loose wire or poor contact on Card Replay Control S .  U. 
c. Check Scan Index Arm switch (red-black to gray-red). 
d. Check Scan Disc Wiper Blades for proper tension. 
e . Check Scan Di sc for loose wire or bad contact. 
f. Check Scan Index Coil. 
g. Check Replay S.  U.  Coil Plungers for Binding or Mechanic al Defect. 
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NUMBERS CORRESPOND TO SWITCH CHART 

R 
o 



MIXE R UNIT 

Diagram 
Switch L ocation Wire Color Operation 

Red-Blue 
I - l-A 4-A Blue-White Flashes "Select Now" panel. 

White-Red 
1-2-A 16-F Green P ulses Extra Ball Step-up run. 

Yellow-Red Pl\lses Selection Feature Step-up. 
1-3-A 22-H Brown-White 

Yellow Pulses Replay Step-up Reset Coil. 
2- I -A 4-B Green-Black 

Brown-Yellow Pulses Selection Feature Step-up run and/or 
2-2-A 22-F Yellow 1 st extra Ball Run. 

White -B rown 
2-3-A 8-F Black Flashes Selection Number 

White -Brown Pulses Score Step-up run, when Control Unit Cam 
3- I -A 17-G Blue-Red 119 switch and Sequence Index switch are closed. 

White-Red 
I 4- I -A 18-F White-Brown Completes circuit for Score Multiple Run . 

-
en 



MO TO R 

MO -ll0 

C O O E: 

A ___ M AKE S W. 

B B R E AK S W. 

C MAKE - B R E AK SW. 

16-1 16-2 

S EQ U ENCE 
CAMS 
INDEX 

1-25 1000 

NOTE: 
IT IS IMPORTANT TO ADJUST REPLAY CAlIS INDEX SWITCHES 
SO THAT THEY MAKE ONLY WHEN TlIE REPLAY CAlIS INDEX COIL IS EIIERGIZED. 
WHEN THE REPLAY CaliS IUEX COIL IS DE-EIIUGIZED, TNE$[ SWITCIES SHOULD 
OPEII AND REMAI N OPEIl-WlIL E FOLLOWER IS RIDING 011 OUTU EDGE OF CAlI. 

4-30 X 13 00 

Control Unit · pictorial view 
NUMBERS CORRE SPOND TO SWITCH CHART 

S C AN 
DI S C  



CONTROL UNIT 

Diagram 
Switch Location Wire Color Operation 

Energizes Timer Step-up coil when 5th Ball 
Brown Re. Switch. Ball gate Re. switch It Drag. arm 

I-l-A 9-0 Yellow-Blue switch are closed. 

B lack-Yellow Energizes Replay Step-up reset coil. i! replays 
Z- l -A 3-C B lack-Red are registered. 

5-B Black-Green Lock switch for Extra Ball Push Button relay. 

2-2-C 2-B Yellow when adjustment switch is set for each coin. 

White-Orange Pulses play meter. 

Brown-White Drops out Coin Relay and Coin Lockout Coil 
3-I-B I-B Brown-Black during spin. acts as safety switch. 

G reen-White Completes feed to Flash Score lites or Extra 
4-I-A 6-A Yellow Ball lite. when playing for Fxtra Ball 

Gray-Red Complete. feed to flash all feature lights during 
4·Z-A 8-A Jumper spin. 

Yellow-Blue Energizes Score Extra Step Index coil and Spot 
4-3-A 18-0 Jumper Di..c Index coil. 

Black-White 
5-I-A 8-C Jumper Enersize. Lock Relay. 

Gray Energize. Coin Meter (if operator 
5-Z-A 2-D White-Blue in.talled.) 

Orange-White Open. feed to all extra advantage feature. 
6-I-B I4-G Jumper during .pin. 

Black-White Completes name Step-up intermediate 
7-I-A lS-C Jumper step circuit. 

Red-Green Complete. circuit for Score Step-up • •  ingle 
7-Z-A 1 7-F Orange-Black .tep. 

Red-Yellow Complete. circuit for Extra Ball Step-up. single 
7-3-A 16-F Green step. 

Red-Yellow Complete. circuit for Extra Ball Step-up. .ingle 
7-4-A 16-F Green-White step. fed from extra B all adj . •  witch. 
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CONTROL UNIT 

Oiaaram 
S .... itch Location Wir e  Color Operation 

White-B rown Energizes Reflex Reset Coil through Replay Reset 
8-I-A • -C Jumper Relay switch' #3 • 

B rown 
8-a-A 19-H B rown-White Puhe feed for extra advantaae feature •. 

8-3-A 24-G Red-White Energizes selection feat. relay s thru name 
Orange-Green S.U. last position. 

B lue-Red Control. Extra S tep impuhe c i r c uit to Score 
9-1-A 17-F B lue-Yellow S tep-up. 

R ed-Green Pulses Replay Control Step-up on Score 7th 
lO-I-A 12-C Gray-Black & 8th positio�. 

12-C 
B rown-R ed Pulses Replay Control Step-up on Score 5th 

l l- l-A Jumper & 6th position. 

Oranae Pulses Replay Control Step-up on Score 3rd 
l2.- I -A 12-C Jumper & 4th positions. 

B lue-White Pulses Replay Control Step-up on Score 1st 
l3-1-A 12.-0 Jumper & 2nd positions. 

B rown-Yellow Puhe. Replay S tep-up. Reflex Step - up when Rep lay 
l 3-2.-A 12-C White-Qranae Index Arm .witch i. clo.ed. 

13-3-A 
Black-Red Pulses Replay meter. Il-D Jumper 

13-Z-A 16-C Green-Red Lock-in switch for Scan 

Green-White Index coil, during Scoring 
cycle. 

Y ellow-Blue Open. feed to Timer S tep-up d urina repla y .corinl 
l.- l- B 9-0 White-Qranae cycle. 

14-2-B 13· B Gray-Red Safety switch prevents start of scoring. 
R ed-Black until replay cams are in index position. 



Diaaram 
Wire Color Operation Switch Location 

- . -
Jumper Controle operation of 3 Number. Win,durinl 

15-1-B 13-G Green.-Yel16w .can period . 

Red- Yr.Uow C::ontrole operation of 4 Number. Win durinl 
15-Z-B l4-G GraY-Yellow .can period. 

Red ) 1 10 V. Start. Control Unit II Mixer Unit motor •. 
16-l-A O-D Brown) Pla.tic 

l7-F 
Red-Green Controls Score extra-step operation. l6-2-B Blue-Yellow 

White-Qranae Complete. feed to Replay Control Step-up. Reflex 
l7-l-A 1 1-C Yellow and Replay Step-up. 

l7-2-A l4-B Gray-Red Completes circuit for Row 
Red-Black Relays during scoring cycle. 

l7-3-A l6-B Gray-Red Completes feed line for Scan 
Green-Red Index Lock-in circuit. 

Gray-Red Eneraize. Replay Cam'" Index 
18-1-A 16- C Red-Black coil. 

B rown-Black Break. circ uit to Coin Relay and Coin Locko ut. 
l8-Z-B I-B Yellow coil. act. a • •  afety .witch. 



&-30 
1800 

REPLAY 
RESET 
RELAY 

LOCK 
RELAY 

4-8 
3-A 
2-8 
l-A 

Diagram 
Location 

2.-E 

3-D 

O-D 

3-D 

2-E 

2-D 

l-C 

8-E 

8-C 

8-E 

CONTROL RELA YS 

Wire Color Operation 

Orange-White B reak. circuit to Coin" Extra B all Relay •. 
Black 

Jumper Completes feed to Replay Reset Meter 
Blue (if operator installed). 

B rown ) 1 1  0 V. ( 1 10 volt.) Starts Control Unit and Mixer Unit 
Red ) Plaetic motor •. 

B lack-Yellow Switchee feed from Control Unit Cam liZ • •  witch 111 
Green-Red to Mixer Impul.e Switch 2 -B. for Replay Step-up 
Green-B lack Relet coil. 

Jumper CC)il is energized by Lock relay 
Jumper switch /14. 
Black-Yellow Energize. Replay Re.et relay when thi. relay 
Jumper drop. out. 

Green-White Opens c ircu it to coin r.elay, safety switch. 
White-Green 

Red 
Green Energizel Tilt relay. 

Yellow 
Jumper Lock .witch for thi. relay. 

B lack Coil il energized by Control Unit Cam 11 5 .  
B lack-White .witch 1. 



BALL 
GATE 
RELAY 

l-lOF EXTRA IALL 
180.Q P. l RELAY 

COIN 
RELAY 

4-A 
3-A 
2-A 
1-A 

3-C 
2-A 
1-A 

3-A 
2-A 
1-A 

Diagram 
Location 

7- D 

7-D 

9-C 

IO-C 

lO-E 

6-D 

IS-A 

2-C 

2-E 

6-C 

5-D 

2-C 

2-E 

Wire Color Operation 

Blue-Red Energizes 5th Ball relays when Timer Step-up 
Yellow-Green is on 4th or 5th position. 

Black-Red Starts Ball Lift Motor. fed from series of trough 
Red-Green switches. 

Gray-White Completes circuit thru 5th Ball relay B. switch I-L 
Black-Gre�n Drag Arm .witch and Control Unit Cam * I to pulse 

Timer Step-up. 

White-Blue 
Brown-Yellow Lock Switch for this relay. 

Red 
Yellow-Green Coil is �n�roiz�d bv Ball Gat� .witch 

(iray-Yellow 
Jumper Switches feed from Shuffle Motor Start Cir.cuit to 
Orange-Red Pulse Timer Reset coil on Extra Ball Play. 

Jumper 
Red-Black Lights Extra Ball Panel. 

Brown-White 
Orange-Red Lock Switch for this relay. 

Jumper 
Green-Black Extra Ball Push Button Switch energizes coil. 

Jumper Completes circuit to start shuffle motor. or 
Green-Yellow reset Timer Step-up on Extra Ball Play. 

Yellow-Red Energizes Sequence Index coil and Mixer Latch 
Yellow-Blue coil. 

Brown-White 
Jumper Lock Switch for this relay. 

Orange-White Drop Chute switch or Flay-All Push Button 
Blue -White energize s coil. 
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3 IN-LINE SCORES 
THROUGH S WITCHES 

I-C 
I-B 
3-A 

I-C 
I-D 
3-E 
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I-D 
3-B 
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IN LINE SC ORES 

.-IN-LINE SC ORES 
THROUGH S WITC HES 

I-C 
2-D 
2-B 
2-A 

I-C 
2-D 
2-B 
2-E 

5 IN- LINE SC OR ES 
T HR OUGH S WITCHES 

I-C 
2-D 
2-B 
l-E 
I-A 
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C ODE 

All swi tches normally open. 

Number indicates switch build­
up from F rame. 

Letter indicates Relay. 

A - 5th Row Relay 
B .th Row Relay 
C - 3r d  Row R elay 
D 2nd Row R elay 
E 1 s t  Row Relay 



REPLAY 
IMPUL SE 
CAM SWS. 

5 1N LINE 

4 1N LINE 

3 1N LINE 

REP LAY S. U. : 
REPLAY r CONTRO L S.U. 0 

CONTRO L UN IT 
CAM NO.13 SW. 

50 
150 

16 
116 
4 
1 4 

1 
-

1 

75 
175 

20 
120 

4 
1 4 

CONTROL UNIT 
CAM NO.12 SW. 

CONTRO L UNIT 
. CAM NO.11 SW. 

CONTROL UNIT 
CA M ND.l0 SW. 

100 100 150 150 200 300 
I 50 I 50 I 50 I SO I SO 75 

24 32 48 72 96 200 
112 I 16 I 16 1 24 
8 12 18 36 
I 4 1 6 1 6 

2 
T 

3 
T 

112 

124 
48 

112 
...L 

1 

50 
64 

16 

Large numbers are replay scores shown on back glass. 

Numbers in corner panels indicate number of steps pulsed on Replay Control S.U. 



I 3 - B 3 -B 

2 -A 2 -A - 1 - A 1 - A 

BOTTOM CENTER 

II NE 1I N E 

RE. RE. 

--= 

3 - B 

2 -8 

1 - C 

? 
AFTE R  

4TH BAll 

RE. 

ODE: 

KE SW. 

EAK SW. 

C 

A - MA 

B - B R  

C - MA 

l - lEF 

R - RIG 

KE-B REAK SW. 

T 

HT 

E X AMP LE: 

5TH BALL RE. 

L-l- C 

3 - 8 

2 - A 

1 - A 

N A ME 

RE. 

L-3 -A 

l-2-A IR-2-B I 
l- l- A IR - l- Al 

SElECT ION 

FEATURE 

RE. A 

LEFT SW. STACK � t L MAKE-B REAK SW. 

1ST SW. UP FROM FRAME 

3 - A 

2' - A 

1 - A 

4 CORNERS 

RE. 

l-3 -B 

l-2-A IR-2-A I 
l-l-A IR-l-A I 

SElECT ION 

FEATURE 

RLB 

l- 3- B R-3-B l- 3 -B R-3-B R-3-B 

l-2-B R-2-B l-2-A R-2-A Il-2-BI R-2-A 

L-1-A R-1-C l-l-C R-1-A I L- 1-C I R-l-A 

( 
EXTRA BAll 5TH BA II 5TH BAll 

RE. .RE. A RE. B 

All COilS 5-29 950 

l-3-8 R-3-B I 2 - B J I 2 -A -1 l-2-B R-·2-A 

I 1 -A I I 1 - A I l- l-B . R-l-C 

ROll OVER PEN NANT TI LT 

RE. RE. RL 

n------ !L 
RElAY BANK II I ------
RESET COl L II 'L _____ 

A7-24 F 1000 1�------4l 
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, 

� _t 
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Trip Relay Bank 



Diag ram 
Switch Location Wire  Colo r Ope ration 

Bottom J umpe r 
Line Coil 2 0-F Black -White Spot di sc ene rgize s coil . 

I-A I2 -A J umpe r 
Red -G reen Light s bottom line a r row s .  

2 -A 9 -F J umpe r Complete s circuit to feed line 
G reen  re lay s .  

3 -B I8 -G White -Blue Control s feed line to 113 mixe r 
J umpe r fo r advancing Sco re S .U .  

Cente r 2 0-F J umpe r 
Line Coil Red -B lue Spot di sc ene rgize s coil . 

I -A I2-A Jumpe r 
B rown-Black Light s cente r line ar row .  

2-A 7-F J umpe r Complete s circuit to feed l ine 
White -B rown relay s . 

3 -B I7 -G J umpe r Control s feed line to 113 mixe r 
Jumpe r fo r advancing Sco re S .U .  



Diagram 
Switch Location Wire Color Operation 

4 Corners Jumper Spot disc energizes coil. 
Coil I9-F Yellow-Blue 

I-A Jumper Lights 4 corners panel. 
l l-A Blue 

2-A I 2-H Yellow-Red Completes circuit to 3rd row relay, 
Green-Red to scan corners. 

Name 1 9 -F Jumper 
Coil White -Blue Spot di sc energize s coil. 

I -A ll -A J umper 
Gray -White Light s "Lite-A -Name" panel. 

2 -A 17 -C Orange -Blac k Complete s feed line from /124 
Brown-Yellow hole switch to Name S. U. Di sc . 

3 -B 18 -C Yellow -Gre en Control s intermediate step 
Black -White pul se  to Name S.U. Coil. 

3-A 15 -C Brown-Black Complete s circuit thru Scan 
White -Blue Di sc to 5 no s. win circuit. 



Switch 
DUgram 

Wire Color Location Operation 

Elltra 
lumper Extra Ball Pu.h Button .witch enerliae. Ball Z -E 

Coil lumper coil. 

Green Complete. circuit to Extra Ball Step-up 
L - I -A 16-F Gray-White coil. 

Z -D 
lumper 

Break Switch for this relay. L-Z - B l umper 

L-3-B Z4-G 
Jumper 

Breaks feed to C.U . Cam 8. Switch 3. Red-White 

Red-Yellow Switches feed line from Score Fla.h Lite. 
R - I -C 6 -B Green-White to fla.h Extra Ball Lite • .  

Black-Red 

R -Z -B 9-B 
Gray-Red Break. feed to Spot Dis c .  fla.hiDl Feature 
Gray -Yellow Lites. 

17-F 
Red-G r een Break. feed to Score Step-up when playiDl 

R - 3 -B Green-Yellow for Extra Ball . 

Sth Ball lumper Timer Step-lip eDerli ... coil OD 4th or Sth Relay "A" 6 -1: 
Coil 

l umpe r  step. 

BrowD-White 
Switch .. feed liDe from Spot Disc to Extra L - I -C 1 7-H lumper 

lumper Ball Step-lip. 

L-Z-A Z O -C 
Black-Yellow 

Complete s circuit to Line Relay s. lumper 

L -3-B 6 -E 
Bille -Red 

Break .,.,itch for this relay. l umper 

It - I -A n -B R ed- Black 
Complet .. feed to ScoriDl cirtuit. Jumper 

R -Z -A 7-D Yellow-Black Complet .. cil'cuit to,Ba11 Lift motor OD 
Black-Red I:xtra Ball play. 

1 - 3 -8 4-A l umper 
Stops "Select Now" Ulht nuhiDl. Bille -White 



N 
GO 

. 

Switch 

5th Ball 
Relay "Bf' 
Coil 

L - l -C 

L-2-B 

R - l -A 

R -2 -A 

R - 3 -B 

Afte r 4th 
Ball C oil 

l -C 

Z - B 

3 - B  

Diagram 
Location 

6 -E 

9 -B 

6 -E 

2 - D  

l 5 -G 

l 7 - D  

Z O-F 

8 -A 

4 - B  

7 -C 

Wire C olor Operation 

J "",per T imer Step-up energizu coil on 4th or 5th 
J wn� at� . 

Orange -White Switchu T imer Step-up pulae circuit from 
J umper Ball Lift motor awitch f 1 to Control Unit 
B lack-Green a e r ie a awitchea.  

J umper 
J umpe r Break Switch for thia relay. 

G reen-Black C ompletea circ uit for Extra Ball Puah 
J umper Button relay. 

G ray-Black Completea feed to Extra Ball run 
J umper c ir c uit. 

Jumpe r 
Gray -Red B r eaka circuit to Selector R e leaae coil. 

Jumper S pot D i s c  energize s coil thr u  awitch ' 2 -L 

Blue -White on S e lection F eature R e lay "A" . 

G r ay -W hite Switche a  " B efore 4th B all" to " B efor e  5th B all" 
O rang e -G re e n  pan e  1 light. 
G r e e n -W hite 

B lue - B lack B r e ak s  c i r c uit from T im e r  Step-up to flaah 
J umper "S e l e c t  Now" afte r 4th ball i s  ahot. 

R e d - B lack Opens c ir c uit to " 5 th Ball R elay s" until the 
B rown -Whit e  4th B a l l  is ahot. 



Switch 
Diagram 

Wire Color Operation 
Location 

S election 
J umper F eatur e 2 3 -F S pot Disc energ ize s c oil. 

"A" C o il B lue - Ye llow 

L - I -A 1 3-B 
Jumpe r C omplete s ci rcuit to l ine relay switche s to 

Yellow -G r e en lite row indicator a r row s .  

L -2 -A 2 0-G 
Jumpe r C omplete s c i rcuit to "After  4th Ball Re lay" , 
J umpe r bottom and cente r line relay s .  

L-3-A 4-B 
J umper 

C omplete s cir c uit to fla sh "Select Now" pan e l .  Blue-Y ellow 

R - I -A 1 0-A 
O range - Black C omplete s c i rcuit to "Selection Feature 
J umper Step-up" to light selection row s .  

R -2 -B 2 3-F 
Jumper Break switch for thi s re lay. 
Jumper 

S el ection 
F eature J umpe r 
"B" C oil 2 3 -F J umper S pot Dilc ene r g i z e s  coil. 

J umper C omple t e s  c irc uit to S e le c tor R e lea . e  c oil 
L - I -A 1 7 - C  J umper thr u  switch 3 -R .  5 th Ball Re lay "B" 

J umpe r C omplete s c i rcuit to Selector Di sc ,  feed  line 
L -2 -A 2 0 -C White -Orange fo r line re lay s .  

L- 3-B 2 3-F 
J umpe r 

Break switch for this  r e lay. B rown 

Y e llow-Black C omplet e .  c ircuit to S e lection F eatur e Ste p - up 
R - I -A , l -F G r e e n-B lac k coil from S pot Di s c .  

Y e llow -Red C omplete .  r un c i r c uit to Selection F eatur e 
R -2 -A 2 1 -F J umper Step -up. 



Diag ram 
Switch Location Wire C olor Ope ration 

Roll -ove r J umpe r Roll -over switche s ene rgize  coil thru  
coil  I6 -E J umpe r switch # 2  on pennant relay . 

I-A I6 -F G ray C omplete s c ircuit to Extra Ball S. U. 
J umpe r to advance I st Extra Ball . 

2 -B I6 -E J umpe r 
J umper B re ak switch fo r thi s  relay .  

Pennant Yellow-Red 
Coil 1 9 -F Jumpe r Spot Di.e energize . coil. 

I -A 1 0-A 
Green-White Light. Pennant on backgla • •  " Playfield. 
Jumper Rollover light.. 

Z -A 1 7 -D Red-Yellow C omplete s c ircuit to trip R.O. Relay . 
Jumper 



Switch .Diagram W ire C olor O p e ration Location 
T ilt G r e e n  Lock r e lay , Shakepr oof T ilt s ,  Pe ndulum 
C oil 8 -D J umper T ilt and T imer S te p -up switch , e ne r g iz e  coil. 

J umpe r  B r eaks circ uit t o  Extra Ball Push Button 
L - I -B Z -D O range -Black r e lay.  

Red B r eaks 50 volt c i r c uits when th i s  r e lay i s  
L - Z - B  13 -F B lack tr ipped. 

Red } l l O V .  B r eaks feed t o  C ontrol Unit &t M ix e r  U nit 
L - 3 - B  O -D B r own} Pla s tic motor s' 1 1 0 volt s .  

White -Black 
R ed - Y ellow-White Breaks feed l ine to all F eatur e L ights " 

R - I -C Z -A W hite -G r e e n  light s T ilt pane l ' - 6 volt s .  

G re e n - Y e llow Runs Shuffle motor to Z e ro po s ition if r e lay 
R -Z -A 6 - B  Y ellow i. s  t r ipped with Shuffleboa rd in U P  po s ition. 

Gray Br eaks 1 7  volt c ir c uit s when th i s  r elay 
R - 3 -B I -H Gray -B lack is tr ippe d .  
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SLIP R I N G  W I R I N G  

1 0  

G-W PE N N A N T  5 1  

GRAY-W LlTE-A-NAME 52 

BLU 4-CORNERS 53 
SPOT ANO FEATURE 

FLASH CIRC� I T  
R OW 2 FED Y 

BR -B CENTER LINE 54 

R I N G S  I AND 3 
R-G BOTTOM LINE 55 

R-W 51h ARROW 56 

BLU-R 4th 57 

R-Y 3rd 59 

O-{; 2nd 59 

B-R I,. 60 

2 5  

Spo T Disc · wiper or but ton side 

2 0  

1 9  

1 8  

1 7  

1 2  

I I  

1 0  

9 

B 

7 

2 

R - B  3,d E X T R A  BAL] 
R U N  

R-BLU 2 nd  E X TRA B A L L  :�� 5 

R U N  
SLIP R I N G  
FE ED 

R-G I" E X T R A  BALL 

B R  I,. 

BR-R 2nd 

8R-Y 3,d 

8R-B 41h SCORE FLASH LI TES 

ROW 2 F E D  BY 

BR- W 51h RINGS I AND 3 

W- BR 6th 

W-R 7.h 

W-O Blh 

G - Y  lSI 

w-<; 2nd } "'' '''' GRAY-B 3rd 
F L A SH LITES 

B-R FEED 

ROW 4 - 6 - B  N OT USED 
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Scan Disc · wiper or button side 
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7 ODDS u. B L U- W 

1 ST B R M  

2 11 0 B R - R 

3RD B R - Y  

SCOR E 
4 TH B R - B  

LITES 
5 TH B R-W 

ITH W- B R  

7 TH W- R 

I TH W- O 

C 

P.O. LINES TO SEPARATE 
S CORE RLYS. A AND B 
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Score Unit 
Wi p e r  o r  Bu t t o n  S i d e  

@ 
® 
® 
@ 
CD 
0 
CD 
® 
CD 
CD 
CD 
CD 
CD 

Y- R 18 PO 

O-W 1 2  PO 

0- B 8 PO 

G 4 PO 

B R - R  COIITROlS 2T0 3 SCORE ADY. 

0 COIITROL CIRCUIT FEED 

O - B  S CORE S. U. COIL SIIIGLE AOY. FEED 

W-R MULTI ADVAII C E  CIRCUIT [!fITH 21 AND 2SJ 
W-O REPLA Y COUIlTER COIITROL 

W- BLU FEEDS 5 II OS . Wi ll 

G R AY-Y FEEDS 4 11 0 5. Wi ll 

G -Y FEEDS 3 11 0 5  Will 

U S E  P C - l0 WI P E R  P L A T E  
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Ti mer Step U p  
Wi p e r  or  B u t ton  S i de  
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7 TH BK. R-BlU 
6TH BK. 0- R 
5 TH BK. G - R 
15TH --R-W 

S E L .  4TH --BlU-R 
R OW 310 -- R - Y L I T ES 

2110 --O-G 
1ST --B-R 
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Selection Feature S. U. 



BR E A K S  F E  E 0 

A FT E R  1 ST ST E P  
C O M P L E T E S  

C I R C U I T  T O  

N o  .. 3 M I X E R 0 I S C 

o I A G .  
16 .. F 

C O l  L 
1 - 25 1 0 0 0  

o 

o I A G .  
5 - E 

C O I L  
2 -2 7  11 00  

Extra Ba l l  Step Up Unit  



1 S T  E. I .  G 

n o u n  2 1 0  E. I. B R- R  
SW I T C H E S  

U D  L L  R-W 

1 ST UTlI IALL FEATUIE 
GRAY 

5 T R  STEP 11K 
T O  I I U  

W- B l U  
T O P  POS I T I O II  F E E D  

13 S T E P  I l l .  R- B 

1. S T E P  I l l . R - B LU 

5 ST E P  I l l .  R- G 

E. I C I I L  F E E D  W - R  

1 ST E .  I .  L I T E  G - Y  

2I I D  E. .  I .  L I TE  W - G  

3 I D  E. .  I. L I T E  G R AY- B 

1 ST  E XT R A IlLL FElTUIE 
GRAY-W 

5 TM STEP III 

@ W I P E R S  Tt R I 1I 6  

� B R O U II D  TO f l AM E 

CD 0 
0 
0 

0 
0 
0 
0 

0 
@ 0 
@ 0 

Extra Ba l l  Step Up 
Wiper or B.utton S ide  



SW I T CH  N o. 2 
CO M P LETES  

R E S E T  
C I R C U I T  

SW ITCH  No . 1 
CO M P L E T ES 
FEE D  TO S CO R E  
S.U. 

D l A G .  
1 8 - E  

CO I L  
1 - 25 1000 

o 

D I A G .  
4- E 

CO I L  
2 .. 2 7  1 100 

Na me Step Up Unit 



L I TE S  

B - B- W  

R - B-Y 

A - B - R  

Z - GRAY- B 

I - GRAY-W 

L - GRAY-Y 

24 H O LE  SW. - BtU - W 

NAME RLY. SW. - Y - G  

SELECT ION FEATU R E  - BltN 

N A M E  S. U .  -- GRAY-R 

CAM NO. 8 SW.- � - 0 - G 

g o o o o o o o o o o o o o o o o 
® 0 
CD 
CD 
CD 
CD 
o 
CD 
C!) 
® 
® o o o 

Name Step Up Unit  
Wi per o r  Bu tton S ide  

o o o o 
o o o o o o o o 

Y�W 

"'7 G ROUItD TO FRAIE 
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